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(Aurora, IL)  Mitutoyo America announces the addition of new CV-2100N4 and M4 Contracers to their line of Form Measurement Instruments. These new models replace the already successful CV-1000N2/2000M4 models. The new CV-2100N4/M4 models have been redesigned to offer improved operability and functionality to revolutionize contour measuring systems allowing measurement that is quick, simple and accurate.

The operation keypad has been relocated to the drive unit to improve set-up time and speed up high-volume repetitive measurement processes. Operations that are required for every measurement cycle such as stylus position change, measurement start/stop and return are easily accessible, reducing the workload of operators and increasing measurement efficiency.

The new CV-2100M4 has a redesigned quick-vertical motion stand allowing operators to quickly and easily move the drive unit to and from the measurement height. This stand is equipped with reference stops for quick repositioning to the measurement height, ensuring efficient measurement flow. A jog shuttle control for variable speed horizontal movement of the drive unit is now a standard feature, allowing it to be easily moved into the measurement position. The CV-2100N4 is a detector unit only model designed for custom integration or for use with optional manual column stand.

The CV-2100N4/M4 detector unit (Z1 axis) is equipped with a highly accurate arc scale. This scale directly traces the arc trajectory of the stylus tip so that the most accurate compensation can be applied to the scale output, leading to higher accuracy and resolution. This highly accurate digital arc scale not only improves measurement accuracy, but also increases the measurement range of the detector to 50mm.
The CV-2100N4/M4 Contracers are released with Mitutoyo’s recently released contour analysis software, FORMTRACEPAK 5.4. This software provides comprehensive measurement analysis and system control and includes; surface roughness analysis, contour analysis, contour tolerancing, and inspection report creation. A wide variety of optional product accessories are available to ensure best fit and performance for any Form inspection application.
(more)
Mitutoyo Corporation is the world’s largest provider of measurement and inspection solutions offering the most complete selection of machines, sensors, systems and services with a line encompassing CMMs (Coordinate Measuring Machines), Vision, Form and Surface Finish measuring machines as well as precision tools and instruments, and metrology data management software.

Mitutoyo’s nationwide network of Metrology Centers and support operations provides application, calibration, service, repair and educational programs to ensure that our 6,000+ metrology products will deliver measurement solutions for our customers throughout their lifetime.  Contact Mitutoyo America Corporation, 965 Corporate Boulevard, Aurora, IL 60502.  Phone: (630) 820-9666  Fax: (630) 820-2614   E-mail: info@mitutoyo.com or visit our website at www.mitutoyo.com                                #   #   #                  

